- LAUNDRY
- IRRIGATION
- 2-WAY COMMUNICATIONS (VOICE RESCUE ASSISTANCE)

CAT-5E CABLE PER OUTLET SCHEDULE

1" CONDUIT TO NEAREST TRAY

1" CONDUIT - COORDINATE ENTRY LOCATION WITH IRRIGATION SUBCONTRACTOR

16 GAUGE STEEL 6"X6"X4" SCREW COVER TYPE JUNCTION BOX

PROVIDE METAL BUSHINGS ON CONDUIT ENDS (TYP)

SYSTIMAX M102SMB-B-246 SURFACE MOUNTED OUTLET SECURED TO BACK OF J-BOX. LABEL PER UW STANDARDS

METER/CONTROLLER ENCLOSURE

12" MAX.

IRRIGATION CONTROL ETHERNET PORT

ADDITIONAL CONDITION AT IRRIGATION CONTROL PANEL

CAT 5E PATCH CORD TO J-BOX

UW-IT FACILITIES PLANNING AND DESIGN

TYPICAL CONTROLLER INTERFACE DETAILS

REV. BY: J. Templin
DATE: 06/20/14

07/01/11

B. Park

B. Berglund

L Floresca

NTS CONTL INTR

CAD NAME: DWG. NO.: SCALE: NTS

APPR: DATE: 07/01/11